
Model nr: 0XAT1004

Zestaw do testowania ciśnienia oleju - 12 elementów.

Oil Pressure Test Kit 12pc

Ø75mm Gauge fitted with heavy-duty cover.
Tests oil pump pressure and also low oil 
warning devices.
Fitted with quick coupling adaptors and 
1200mm of hose.
Includes 90° coupling adaptor for limited 
access applications.
Adaptors: R1/8” DIN 2999, 1/8” x 27NPT, 
1/4” x 18NPT, 3/8” x 20UNF, 1/2” x 20UNF, 
M10 x 1.0, M12 x 1.5, M14 x 1.5, M16 x 1.5, 
M18 x 1.5mm, 90° Elbow 

Ø75mm ciśnieniomierz ze specjalną wzmocnioną pokrywą.
Sprawdza ciśnienie pompy oleju jak również kontrolki ostrzegawcze 
niskiego ciśnienia i poziomu oleju.
Montaż za pomocą szybkozłączy oraz 1200mm przewodu.
Zawiera złącze 90° do zastosowania w trudnodostępnych miejscach.
Redukcje:  R1/8” DIN 2999, 1/8” x 27NPT, 1/4” x 18NPT, 3/8” x 20UNF, 
1/2” x 20UNF, M10 x 1.0, M12 x 1.5, M14 x 1.5, M16 x 1.5, 
M18 x 1.5mm, 90° kolanko. 

Applications: 
Alfa, Audi, BMW, Citroen, Daihatsu, Fiat, Ford, Honda, Hyundai, Isuzu, Jaguar, 
Lada, Lancia, Land Rover, MAN, Matra, Mazda, Mercedes, Mitsubishi, Nissan, 
Opel, Peugeot, Renault, Rover, Saab, Skoda, Subaru, Suzuki, Toyota, 
Vauxhall, VW, Volvo
 

Zastosowanie:
Alfa, Audi, BMW, Citroen, Daihatsu, Fiat, Ford, Honda, Hyundai, 
Isuzu, Jaguar, Lada, Lancia, Land Rover, MAN, Matra, Mazda, 
Mercedes, Mitsubishi, Nissan, Opel, Peugeot, Renault, Rover, 
Saab, Skoda, Subaru, Suzuki, Toyota, Vauxhall, VW, Volvo
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