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OUR HEART BEATS FOR YOUR ENGINE.

*  The reference numbers given are for comparison purposes only and must not be used on invoices to the consumer.
All content including pictures and diagrams is subject to change. For assignment and replacement, refer to the current catalogues or systems based on TecAlliance.

FUEL DELIVERY MODULE
SUCTION JET PUMP NO LONGER NEEDED

The originally installed fuel delivery module has an additional 
hose with an external suction jet pump (see fig. 2, left). 
Due to technical further development this external suction jet 
pump is no longer needed in the Pierburg fuel delivery 
module 7.02550.32.0.
The respective hose junction in the fuel delivery module is 
supplied with a blind-mate connector (see fig. 1), which can be 

POTENTIAL COMPLAINTS
• Missing connection
• The installed fuel delivery module has three 

connections, but the spare part only has two.

seen when looking into the fuel delivery module from above.
When removing the old fuel delivery module, the hose with the 
suction jet pump must also be removed from the fuel tank.  

Vehicles:  Product: Fuel delivery module

Volkswagen Pierburg No. Ref. No.*

Passat 1.9/2.0 TDI 7.02550.32.0 3C0919050B  
3C0919050E  
3C0919050G

Fig. 2:  
left: originally installed fuel delivery module with external suction jet pump 
right: fuel delivery module 7.02550.32.0

Fig. 1: 
View into the fuel delivery module 
(elevation) with blind-mate connector


